
Product SC204 SC205 SC207 SC208 SC305 SC307 SC407 SC408 TS107 TS108 TS110 TS112
Description 2-Way System 2-Way System 2-Way System 2-Way System 3-Way System 3-Way System 4-Way System 4-Way System Subwoofer Subwoofer Subwoofer Subwoofer
Dimensions (WxHxD) [mm] 145x230x195 175x275x233 215x330x280 255x390x330 425x180x250 500x215x310 600x260x320 710x330x440 230x355x300 280x415x365 330x485x430 390x560x508
Dimensions (WxHxD) [“] 5.7x9.1x7.7 6.9x10.8x9.2 8.5x13.0x11.0 10.0x15.3x13.0 16.7x7.1x9.8 19.7x8.5x12.2 23.6x10.2x12.6 27.9x13.0x17.3 9.1x14.0x11.8 11.0x16.3x14.3 13.0x19.1x16.9 15.3x22.0x20.0
Free-field frequency range (-3dB) 64Hz - 21kHz 53Hz - 21kHz 44Hz - 21kHz 36Hz - 21kHz 50Hz - 21kHz 40Hz - 21kHz 35Hz - 21kHz 32Hz - 21kHz 33Hz - 150Hz 27Hz - 150Hz 23Hz - 150Hz 20Hz - 150Hz
Tweeter AMT RS1 AMT RS1 AMT RS2 AMT RS2 AMT RS3 AMT RS2 AMT RS3 AMT RS2
Midrange 100mm/4” 130mm/5”
Mid-Woofer 100mm/4” 130mm/5” 165mm/6.5” 200mm/8” 130mm/5” 165mm/6.5” 165mm/6.5” 200mm/8”
Woofer 130mm/5” 165mm/6.5” 165mm/6.5” 200mm/8” 165mm/6.5” 195mm/8” 250mm/10” 300mm/12”
Cross-over frequency 3000Hz 3000Hz 3000Hz 2800Hz 350Hz/2800Hz 300Hz/3000Hz 280Hz/3000Hz 250Hz/3000Hz
Maximum SPL @ 1m 96dB 101dB 106dB 112dB 108dB 114dB 116dB 118dB 102dB 105dB 108dB 112dB
Number of amplifiers 2 2 2 2 3 3 4 4 1 1 1 1
Total short-term output power 100W 100W 150W 200W 150W 250W 590W 800W 100W 150W 250W 400W
Short-t. out power (SilverCones) 50W 50W 100W 150W 2 x 50W 2 x 100W 3 x 180W 3 x 250W
Short-t. out power (tweeter) 50W 50W 50W 50W 50W 50W 50W 50W
Protection limiter
Settings
Volume -inf. - +6dB -inf. - +6dB -inf. - +6dB -inf. - +6dB -inf. - +6dB -inf. - +6dB -inf. - +6dB -inf. - +6dB
System volume (Satellite & Sub) -inf. - +6dB -inf. - +6dB -inf. - +6dB -inf. - +6dB
Subwoofer volume -inf. - +6dB -inf. - +6dB -inf. - +6dB -inf. - +6dB
High-shelve filter (-5dB - +3dB) > 3kHz > 3kHz > 3kHz > 3kHz > 3kHz > 3kHz > 3kHz > 3kHz
Desk filter boost (0dB - +3dB) 80Hz 80Hz 80Hz 80Hz 80Hz 80Hz 80Hz 30Hz
Desk filter cut (-5dB - 0dB) 200Hz 180Hz 170Hz 160Hz 180Hz 160Hz 300Hz 300Hz
Low-shelve filter (-5dB - +3dB) < 300Hz < 300Hz < 300Hz < 300Hz < 300Hz < 300Hz < 300Hz < 300Hz
Level-fix dip switch
Filter-fix dip switch
Woofer-change dip switch
Phase switch 0°/180° 0°/180° 0°/180° 0°/180°
Switchable Satellite filter flat/80Hz flat/80Hz flat/80Hz flat/80Hz
Variable Subwoofer filter 50Hz - 150Hz 50Hz - 150Hz 50Hz - 150Hz 50Hz - 150Hz
Remote control Sys. & Sub. Vol. Sys. & Sub. Vol. Sys. & Sub. Vol. Sys. & Sub. Vol.
Connectors
XLR in (impedance)      (10k)      (10k)      (10k)      (10k)      (10k)      (10k)      (10k)      (10k)
RCA in (impedance)      (10k)      (10k)      (10k)      (10k)      (10k)      (10k)      (10k)      (10k)
XLR in left (impedance)      (10k)      (10k)      (10k)      (10k)
XLR in right (impedance)      (10k)      (10k)      (10k)      (10k)
XLR in LFE (impedance)      (10k)      (10k)      (10k)      (10k)
XLR out satellite left (impedance)      (10k)      (10k)      (10k)      (10k)
XLR out satellite right (impedance)      (10k)      (10k)      (10k)      (10k)
XLR out (Sub/LFE) (impedance)      (10k)      (10k)      (10k)      (10k)
Power consumption
Standby < 1W < 1W < 1W < 1W < 1W < 1W < 1W < 1W < 1W < 1W < 1W < 1W
Full output 70VA 70VA 120VA 170VA 110VA 120VA 300VA 350VA 120VA 170VA 250VA 410VA
Misc.
Backmounting thread inserts
Mic stand thread inserts
Weight kg/lb. 3.8 / 8.4 5.0 / 11.0 8.0 / 17.6 10.9 / 24.0 8.5 / 18.7 12.4 / 27.3 18.0 / 39.7 29.5 / 65.0 8.2 / 18.1 11.5 / 25.3 19.6 / 43.2 25.5 / 56.2
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